Deceuninck has the rights to change this tec.docs without any prior notice

deceuninck

everestiiax

DEFINING of CE MARKING LABEL

INITIAL TYPE TEST (ITT) REPORTS

10.17

FM_2009_07

TEST SPECIMEN :
Tilt & Turn Window with fixed part (E 1)

1490

1500

2300

PRODUCTS THAT SHOULD BE USED ON WINDOW

q

Name and Registered adress of Manufacturer

09

(last two digits of the year in which the marking was affixed)

EN 14351 -1

EVEREST MAX - Tilt & Turn Window with fixed part
Resistance to wind load C1/B2
Water Tightness npd
Air Permeabilty 4
Load-bearing capacity

UYGUN
of safety devices
Operating Forces 0
Heat Transmittance *
Acoustic Performance 33(-1;-4)dB

( *) The thermal transmittance for the window(Uw) is changing

with glass type and window sizes.Therefore,Uw must be selected

in the table in page 10.19.

RANGE of APPLICATION (EN 14351)

FRAMES SASHES TRANSOM/MULLIONS GLAZING BEADS
PVC Reinforcement PVC Reinforcement PVC Reinforcement PVC
12070 12070 12070 12340
12310
12071 12071 12071 12341
12301
13086 13090 12320 13086 12342
12302 12315
13087 13091 13087 12641
12320
13088 13081 13088 12643
12313
13091 13084 13083 12644
13083 12311 13080 12322 11451 12650
12304
11451 12312 13065 11452 12648
13083 13081 12649
12314
12322 11451 13084
11452

Resistance to Windload

-100 % of frame width and height of test specimen

Watertightness, Air permeability
Load-bearing capacity of safety devices

-100 % to +50 % of test specimen overall area

Operating Forces

-100 % of test specimen overall area
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Nachweis
Widerstandsfahigkeit bei Windlast
Luftdurchlassigkeit
Bedienkrafte
Tragfahigkeit von Sicherheitsvorrichtungen -
o ROSENHEIM
Priufbericht 102 36750/21
Aufiraggeber ng:'.' Profil Tic. ve San. A.S. Grundlagen
Atatlrk Org. Sanayi Bdlgesi EN AR ane-s
10003 Sokak No: 5 .
o ) EM 12211 : 2000-08
Gigirzm o zose 1 00
Tirkei
Darstellung

Fensterelement: Einfligeliges Drenhkippfenster mit unten-
liegender FESWEFQ“ESUHQ (mit mechanischer Riegelver-

Frocukt  DINCUNG)

System everastiax A

Aufenmat (B xH1 1490 mm ¥ 2300 mm
Rahmenmaterial  PVC/U weild Verwendungshinweise
Besonderheiten -f- Dieser Profbericht dient zum

ift Rosenheim
27. Mai 2008

2%

eteriLass, Dipl.-Ing. (FH)

Prifstellenleiter

ift Zentrum Fenster & Fassaden

Widerstandsfahigkeit bei Windlast — EN 12210

E Klasse C1/ B2

Luftdurchiassigkeit — EN 12207

E'L Klasse 4

Bedienkrafte — EN 13115

M Klasse 0

Tragfahigkeit von Sicherheitsvorrichtungen

Anforderung erfullt

Robert Kolacny, Dipl.-Ing.
Prifingenieur
ift Zentrumn Fenster & Fas

o
)
Ty [ | -1 L R gl R bR fAEM
it Reganhaem Gmik Theodor G- 8ir, 7 -1 S 83038 Rosanh

= 1 - C-A303A Roseris b AL Traunatein, HRB 14782
] | I I t Gaschaftsfihrer Tl : +48 (MB031/269-0 Sparkasss Rosenhem

| Capl drg. [FH) Uirich Sieberath Fau: +48 (0]8031/2687- 260 Ko, 3822

ROSENHEIM Y Jochen Peichi ERENT Wh i T BLT 711 50000

Machweis der obengenannten Ei-
genschaften fiir Fenster nach EM
14351-1 : 2008-03; klarstellend
kann er als Grundlage fir den
herstellersigenan zusammen-
fassenden ITT-Bericht im Kon-
formitatsnachweisverfahren 3 als
Grundlage einer Hersteller-
erklarung verwendet werden.

Giiltigheit

Die genannten Daten und Ergeb-
nisse beziehen sich ausschliek-
ich auf den gepriften und be-
schriebenen Probekirper.

Die Prufergebnisse kinmen auf

gleiche oder kleinere Abmessun-
gen bei gleicher Konstruktion,
Anschlagart und ahnlichem For-
mat unter Einhaltung des Fligel-
gewichis Uberfragen werden.
Diese Prufung ermaglicht keine
Aussage uber weitere Leistungs-
und qualititsbestimmenden Ei-
genschaften  der worliegenden
Konstruktion; insbesonders Wit-
terungs- und Alerungserschei-
nungen wurden nicht bericksich-
tigt.

Verdffentlichungshinweise

Es gilt ift-Merkblatt .Bedingun-
gen und Himweise zur Benutzung
wan ift-Prifdokumentationen”.
Das Deckblatt kann als Murzfas-
sung verwendet werden.

Inhalt

Der Machweis umfasst insgesami
1 Seite.

Ralilied Body b G767
Arerkannte PUZ-Stelle: BAY 18
fretp By
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HEAT TRANSMISSION of WINDOW (Uw)

1. The glass type is selected horizontally in the table below (the glass that has the CE marking must be preffered) ,

2. In the uncoated glass applications overall area of the window must be checked with 2.3 m2,
* if the overall area is equal or less than 2.3 m2, the value in the left column is considered,
* if it is bigger than 2.3 m2, the value in the right column is considered.
For the coated glass applications, the overall area < 2.3 m2 is replaced by all sizes,

3. The heat transmission value of the window (Uw) is found in the table.

Uwindow (W/mz2K)
EN I1SO 10077-1

GLASS DIMENSIONS & TYPE

7\

Tilt & Turn ahss Eﬁ}:ll(ness glass-1 dimension glass-2 gas
Window space
i X Overall Area | Overall Area
with fixed part 7 ) ) ) < 23m2 | >23m:
(ET) 4 mm 4 mm - - - 45 4.8
Air 2.6 2.7
20 mm 4 mm 12 mm 4 mm
v Argon 2.5 2.5
= Alr 2.6 2.6
O 24 mm 6 mm 12 mm 6 mm
8 Argon 2.5 2.5
© Air 2.5 2.5
S 24 mm 4 mm 16 mm 4 mm
c Argon 2.4 2.5
s} .
Air 2.5 2.5
28 mm 6 mm 16 mm 6 mm
Argon 2.4 2.5
Air 1.8
20 mm 4 mm Low E (surface2) 12 mm 4 mm
Argon 1.6
Air 1.8
20 mm 4 mm 12 mm 4 mm Low E (surface3)
Argon 1.6
o Air 1.8
~¥ 24 mm 6 mm Low E (surface2) 12 mm 6 mm
£ Argon 1.6
~
= Air 1.8
| 24 mm 6 mm 12 mm 6 mm Low E (surface3)
Argon 1.6
2 .
=2 Air 1.6
24 mm 4 mm Low E (surface2) 16 mm 4 mm
= Argon 1.5
(@)
o Air 1.6
=z 24 mm 4 mm 16 mm 4 mm Low E (surface3)
= Argon 1.5
‘S Air 1.8
v 26 mm 6 mm Low E (surface2) 12 mm (4+0.38+4) mm (Lam.)
ek Argon 1.6
=2 v
- n Air 1.6
0 mm mm Low (surface2) mm mm
<>( o 28 6 Low E 16 6
Z (&) Argon 1.5
o ° Air 1.6
) = 28 mm 6 mm 16 mm 6 mm Low E (surface3)
%] o Argon 1.5
E © Air 1.6
4 30 mm 6 mm Low E (surface2) 16 mm (4+0.38+4) mm (Lam.)
é Argon 1.5
= Air 1.8
= 20 mm 4 mm Sol.Low E (surface2) 12 mm 4 mm
5 Argon 1.6
T Air 1.8
24 mm 6 mm Sol.Low E (surface2) 12 mm 6 mm
Argon 1.6
Air 1.6
24 mm 4 mm Sol.Low E (surface2) 16 mm 4 mm
Argon 1.5
Air 1.8
26 mm 6 mm Sol.Low E (surface2) 12 mm (4+0.38+4) mm (Lam.)
Argon 1.6
Air 1.6
28 mm 6 mm Sol.Low E (surface2) 16 mm 6 mm
Argon 1.5
Air 1.6
30 mm 6 mm Sol.Low E (surface2) 16 mm (4+0.38+4) mm (Lam.)
Argon 1.5




